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intelligent marking

Sistemas de marcado compactos, rapidos y versatiles

Sistemas de marcado para la trazabilidad industrial.

Los equipos & son los mas ligeros, rapi-

( dos y compactos. Gracias a nuestro sistema de
Differential transmision patentado internacionalmente deno-
minado . respondemos a to-

das las exigencias que la industria propone en cuanto

a requisitos de trazabilidad, cumpliendo la norma

Datamatrix ECC-200, y el completo sistema UID.

NEN ) ¢ S estandar para la creacion y transferencia
) de logotipos a las marcadoras, asi como ficheros de
texto. Facil control de las marcadoras mediante PC
0 desde un PLC. Nuestra ingenieria desarrolla software
segun las necesidades del cliente: Programas para

Integracion de marcadoras en sus cadenas de
montaje, Seguimiento-Trazabilidad, con adaptacion

de lectores 2D Data Matrix, Codigo de barras..
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MARKING HEAD

Types:
For working on industrial enviranments
Bencmark units.

Marking area: 170x110mm.

Stylus:

electromagnetic or pneumatic (4-6 bar).
Speed- Up to 7.5 characters/second.
Weight: 7.5 Kg

MARCADORA
MARKING HEAD

Type: Handheld unit.
Marking area: 60x40mm / 120x40mm
Operation modes:

Pushup marking.

Auto pipe marking

Pantograph
Stylus: electromagnetic or pneumatic (4-6 bar)
Speed- Up to 12 characters/second.
Wejght: 1.9Kg. /2,1 Kg.

CONTROL AS200 AS200 CONTROLBOX

Great features

PC or PLC controller available.
Any kind of text formats

Logos

Datamatrix

Up to 400 files and 108 logos
4 inputs and 2 digital outputs
Serial numbers, shifts, calendar
Full AT builtin keyboard

CONTROL AS400 AS400 CONTROLBOX

Great Features

Color Graphic Display

Up to 384 text files, 64 Logos
Datamatrix

Serial number, Shifts, Calendar
Ethemet, RS232, USB

11 Input / & Output signals
Full AT builtin Keyboard
Stand-alone or Slave modus

MARCADORA

MARKING HEAD

@

Types:

For working on industrial environments
Bencmark units.

Marking area: 70x50mm.

Stylus:

electromagnetic or pneumatic (4-6 bar).
Speed- Up to 12 characters/second.
Weight: 2.2 Kg

MARCADORA

MARKING HEAD

Type: For working on industrial environments
Bencmark units.
Marking area: 60x40mm / 120x40mm
Operation modes: Push-up marking.
Auto pipe marking
Pantograph
Stylus: electromagnetic or pneumatic (4-6 bar)
Speed- Up to 12 characters/second.
Weight: 1.7 Kg. / 1,9 Kg.
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SMARKITEC

Marking Technology

C/ Erregeoiana, 2A-2B

20305 IRUN (Spain)
+34 943 631577

info@smarktec.com
www.smarktec.com




